
UNITED KINGDOM AIP AD 2.EGSS-2-1

CIVIL AVIATION AUTHORITY

Hot Spots

HS1
TRAFFIC VACATING THE RUNWAY
HAS PRIORITY.

Potential for aircraft conflict in this area.
To and from the runway.

HS2
Two runway entry points in close
proximity.

HS1

HS2

0404

22

HEL VRP
Diamond
Hangar

HEL VRP
Hangar

7

S1

U

S3

R1

R3

Q1

Q3

QR

P3

PR

F2
F3

F4

G1

L1

V1

F1

L3

V3

N1

N3

NR

LR

G3

G4

K1

K3

H1

H3

W3

FA1

362
(14)

377
(29)

526
(178)

345

374
(14)

352
(4)

N
Annual Rate

of Change 0.15°E

N
Annual Rate

of Change 0.15°E

V
A

R
 0

.1
°W

 -
 2

0
1
9

043°M

223°M

Terminal
Building
Terminal
Building

Apron
E

Forward
Fuel Farm

RVP2

RVP1

Apron
C

Tw
y E

Tw
y F

Tw
y 

FA

Twy F

Tw
y D

Tw
y C

Tw
y B

Tw
y A

Tw
y L

Tw
y L

Tw
y M

Tw
y N

Twy N

Tw
y Y

Tw
y P

Tw
y P

Airs
ide R

oad

3049m
 x 

46m Twy H

Twy H

Twy H

Twy H

Twy H

Twy G

Twy G

Twy J

Twy J

Twy J

Twy J

Twy J

Tw
y U

Tw
y R

Tw
y S

T
w

y 
N

R

Twy V

Twy QR

Twy PR

Tw
y 

LR

Apron
D

Police
Station

Cargo
Centre

Fedex
Cargo
Centre

Control
Tower

Fire
Station

Apron
A

Apron
B

ILS
GP

PAPI (3°)
MEHT 67

PAPI (3°)
MEHT 65ILS

GP

Compass
Base

VDF

Radar

Hangar
7

Hangar
12

Hangar
5

Hangar
3

Apron

Western
Apron

Fuel
Farm

Apron
Z

Hangar
8

Hanger
10

Hanger
10

Maintenance
Area

Twy
Q

Rwy 04 Thr Elev 332
515237.34N 0001322.30E

(GUND Elevation 150) 

Highest Elev in TDZ 337
515257.51N 0001352.55E

(GUND Elevation 150) 

Rwy 22 Thr Elev 348
515342.57N 0001500.16E

GUND Elevation 150
(Highest Elev in TDZ)

I-SED 110.50D

ISED

515351.84N 0001514.06E

STANSTED
I-SED & I-SX

110.50D

(Ch 42X)
ISED/ ISX

515312.86N 0001406.08E
351'

I-SX 110.50D

ISX

515221.16N 0001258.03E

TLOF Elev 329
(Centre)

515313.96N 0001303.22E
(GUND 150)
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ATIS 127.180, 114.550 STANSTED INFO

TWR 123.805, 125.550 STANSTED TOWER

  121.730  (GMC) STANSTED GROUND

  121.600 STANSTED FIRE

 121.500 EMERGENCY CHANNEL O/R 

LIGHTING

THR 04/22 HI green with green W bars.

RWY 04/22 HI flush edge. HI bi-d C/L. TDZ 900m. End lights red.

TWY  Green C/L. Blue edge taxiways F and western apron.

BEARINGS ARE MAGNETIC
ELEVATIONS AND HEIGHTS ARE IN FEET

GUND (Geoid Undulation) =
The height of the Geoid (MSL) above the

Reference Elipsoid (WGS 84) at the stated position.

ELEVATIONS IN FEET AMSL    525
HEIGHTS IN FEET ABOVE AD  (177)

RUNWAY/TAXIWAY/APRON PHYSICAL CHARACTERISTICS

APRON / RWY / TWY SURFACE BEARING STRENGTH

RWY 04/22 Grooved Asphalt 117/F/D/W/T

Main Terminal Stands Concrete -

Northside Stands/Cargo Asphalt -  

Foxtrot Asphalt 80/R/D/W/T

Golf Asphalt/Concrete 67/R/D/W/T

Hotel Concrete 78/R/C/W/T

Juliet Concrete 78/R/C/W/T

AERO INFO DATE 07 MAR 19 AD 2-EGSS-2-1

EGSS
AERODROME
CHART - ICAO

ARP 515306N 0001406E AD ELEV 348FT LONDON STANSTED

CHANGE (6/19):  APRON E EXTENDED.

23 May 2019
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